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ESE 1008 LG ES DI
DUPLEX SILENT
11,0/10,0kVA ENDRESS DUPLEX Silent Line Diesel
-generator

SKU: E113038I

TECHNICAL ATTRIBUTES
Alternator type DUPLEX

Compressors or pumps
up to 4500W

Electric devices up to 9000W

Inverter welding
equipment up to 4,5mm

Continuous power 1~
[kVA/kW] 10.0/9.0

Fuel cons. at 75% PRP
[L/h] 2.08

Alternator type  2-cylinder 4-
stroke

Measurements L x W x
H [mm] 1100 x 700 x

870

Displacement [cm3] 954

Engine type LOMBARDINI
12LD477 /23 HP

Frequency [Hz] 50

Fuel Diesel

Gardening or construction
equipment up to 6000W

Max. output 1~ [kVA/kW] 11.0/9.9

Nominal Current [A] 43.05.00

Nominal voltage [V] 230

Output at 3000 rpm 13.08

Possible applications 230V

Power factor [cos phi] 0.09

Protection class 54

Weight ~ [kg] 310

Shockproof sockets
3 x 230 V/16

A1 x CEE 230
V/16 A1 x CEE

230 V/32 A
Sound pressure level LPA
db(A) 93
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